
TECHNICAL SPECIF ICATIONS

LAST UPDATED 14  OCTOBER 2014

info@alltac.com.au 

www.alltac.com.au

Unit 39, 1 Kingston Rd  

Heatherton VIC 3202

1300ALLTAC 

1300 255 822
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Allsafe products can be installed by our licensed contractors throughout Australia and overseas.

AllTAC
CONCENTRIC TGSI
TIS-007-H

CONCENTRIC 7 ring design

Counter sunk hole for direct screw

direct retro-fit to flat or carpet with underlay surfaces

simplistic recognised design

AS/NZS 4586 APENDIX A
WET PENDULUM 4S: W

AS/NZS 4586 APENDIX D
oil wet ramp test: R12

AS/NZS 1428.4
wet & dry luminous reflectance: 31.0 - 34.8

top of dome			   25mm

base of dome			   35mm

height of dome		  5mm

stem length			   FLAT WITH HOLE

RANGE	 		  CONCENTRIC

MATERIAL 		  STAINLESS STEEL

FINISH		                 MACHINED

Features

TESTING (PERFORMED BY CSIRO)

PRODUCT DIMENsions

INDICATOR DETAILS



Allsafe products can be installed by our licensed contractors throughout Australia and overseas.
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ALLTAC 
ALLSTAR TGSI
TIP-007-H

OPTIONS

STAINLESS BRASS BLACK


